
FOAM & RUBBER SEALING STRIP
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STRIP & TAPE
Self-adhesive foam and rubber sealing strip for indoor and outdoor applications, 

keeping undesirable elements out. 
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ADVANTAGES 

APPLICATIONS PHYSICAL PROPERTIES/TECHNICAL DATA

DIRECTIONS FOR USE
The roll remains intact and the pressure sensitive 
adhesive keeps foam in place during application.

Strip is perfect for sealing on curved or irregular surfaces.

Impregnated foams are available for irregular surfaces 
or gaps.

Strip is easy to handle

No curing time is required. The pressure sensitive 
adhesive is ready to use immediately.

The products have good conformability.

Excellent for dust and draught sealing.

Used for anti-rattle protection,  cushioning and sound 
dampening. 

Gap sealing for doors and windows.

For all general sealing requirements, both indoors and 
outdoors.

Whilst this document has been prepared in good faith, Sondor Industries (Pty) Ltd accept no contractual liability of any kind to any person in respect of its contents or any 
use made thereof, nor must it be assumed that any such use will not infringe any patent.  This document shall form no part of any contract with a customer.  The data 
supplied on this sheet is typical and in no way reflects the final resultant values of the respective products.

Composition: A wide variety of materials are available to 
meet different application requirements.

Densities: arious densities are available depending on  V
material choice.

Size: Various sizes, thicknesses and lengths are available.

Self-Adhesive Backing: A pressure sensitive adhesive with 
release paper is available.

Ensure that the surface area is clean and free of dust or 
dirt.

Cut the required length of strip and apply whilst slowly 
removing the release paper.

Avoid touching adhesive surface before application.

Apply pressure to the strip by hand to ensure good 
adhesion.

Caution: Do not apply strip over air vents or ducts.
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